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Housing Color

Characteristics

Features
•
•
•
•
•
•
•

Enclosure
• Aluminium LM-6  - powder 

coated 

Mounting 
• Wall / STRUCTURE

Installation
• Easy installation

Standards Compliance
• IS/IEC  60079-1 : 2014
• IS/IEC  60079-0 : 2011
• IS/IEC  60529 : 2001
• Cat. No.: ILS/PBMG/201

IP
66

Cable Entry
• M20 x 1.5 Pitch – 2 Nos.

Applicable Use
• Zone 1 & Zone 2
• Gas group IIA, IIB, IIC, 
• Temperature class T6

Weight
• 2.5 Kg

Flameproof & Explosionproof Push Button Station

Powder Coated – Grey (RAL 7021)

Ex d IIC T6

Applications
•
•
•
•

IFJ10

Description
•
•
•
•
•
•
•
•
•
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Product Code Current
(A)

Voltage
(V)

Contact Element Terminals Weight

(Kg)

IFJ10-10A1NO1NCGM20 10A 240/415V AC Start – Push Button, Green - 1 NO
Stop – Pad Lock, Red - 1 NC

DIN Rail Mounted Connector -
4 Way-2.5/4 Sqmm

2.5

IFJ10-10A2NO2NCGM20 10A 240/415V AC Start – Push Button, Green - 2 NO
Stop – Pad Lock, Red - 2 NC

DIN Rail Mounted Connector -
8 Way-2.5/4 Sqmm

2.5

Custom Order

Light Color Light ControlSurface Color

Accessories

Product Code

Optional at Extra Cost
• Double Compression Cable Gland Brass/SS – M20x1.5 Pitch
• Stopper Plug Brass/SS/MS – M20x1.5 Pitch
• Canopy – MS / GI Powder Coated / FRP Standard Paint

Flameproof & Explosionproof Push Button Station


